- GENERAL NOTES

See cross sections for special ditches and backslopes. ‘ The following Mixture Requirements are applicable for this project:

At the locations where Excavation Quantities on the plans are indicated as having been estimated, the Engineer will * [Mixture Uses(s): Incidental Temporary Pavement
obtain original and final cross sections to determine Pay Quantities. : PG: PG 64-22 PG 64-22°
. e . . . ‘ Design Air Voids 4 @ N50 4 @ N50
The final top 100 mm (four inches) of soil in any right-of-way area disturbed by the Contractor must be capable of Mixture Composition IL9.50r12.5 iL19.0
supporting vegetation. The soil must be from the A horizon (zero to 2’ deep) of soil profiles of local soils. (Gradation Mixture)
. . . . . ) . o . Friction Aggregate’ C . N/A
It is estimated that 38,988 cubic yards of earth will be hauled to the job from outside the project limits. A shrinkage 20 Year ESAL N/A 25

factor of 25% has been used.

. b d by the D . . . . The Contractor will be required to furnish 140 mm (5 1/2") high brass stencils as approved by the Engineer and install
All Borrow/Waste/Use sites must be approved by the Department prior to removing any material from the project or stationing at 250’ intervals. Stationing shall be placed on both lanes of 2-lane highways and on the outside lanes in
initiating any earthmoving activities, including temporary stockpiling outside the limits of construction. both directions on 4-lane highways. The stations shall be placed 150 mm (6") inside the pavement marking edge so

- : . th df he shoulder. Thi k will be i i ' ,
The Contractor shall seed all disturbed areas within the project limits. Seeding Class 4 or 2A shall be used, except in ey can be read from the shoulder. This work will be included in the cost of the final pavement surface

front of properties where the grass will be mowed, then use Seeding, Class 1. Class 2A shall be used on front slopes Install rumble strips in all shoulders in a dan ith State St 420 .
and ditch bottoms. Class 4 shall be used behind Type A gutter, on all backslopes and areas behind the backslope, and sr;woadrers 0: botr? si'dei of tﬁg pz\rlelrgerﬁ:or ancewl ate Standard 642001. Rumble Strips shall be placed on
beyond the toe of front slope on fill sections without ditches.

Bituminous prime coat shall be placed in accordance with Section 406 of the Standard Specifications. The cost of the

Previously pugmilled stockpiles of “Type A older than 1 month will not be approved for use unfil a moisture check is run prime coat shall be included in the contract unit price per Ton for INCIDENTAL HOT-MIX ASPHALT SURFACING.
to verify moisture content. Material shipped to projects without being tested will not be accepted. . ,

: ) A Nationwide 404 Permit has been issued for this project and the conditi ns of th i b hered to.
Placement and compaction of the backfill for proposed across road culverts and existing across road culverts that are onwl S prol e conditions of that permit must be adhered to

removed shall conform to Section 502.10 of the Standard Specifications, except that the material shall conform to ; ; .

Article 208.02 of the Standard Specifications, and shall be compacted to a minimum of 95% of the standard laboratory -'H]\Z g%wnzLrlnnggfg?i;?slsstsrturgﬁlrjéeiswg:\lb&—“"‘—“—%ﬂ ggg 1080,

density. Any material conforming to the requirements of Article 1003.04 or 1004.05 which has been excavated from the -

trenches shall be used for backfilling the trenches. The entire excavation, within 2 feet outside of each shoulder, shall Culvert & bridge flows must be maintained throughout the project. Normal fiow shall be allowed to pass at the rate it
be backfilled with trench backfill material to the bottom of the proposed subgrade. Impervious material shail be used on enters the jobsite. High flows shall be allowed to pass without causing damage to upstream properties.

the outer 3 feet of each end of the culvert. This trench backfill material will not be measured for payment, but shall be

included in the contract unit price for the class of concrete involved or other unit price item of the work for which it is The proposed pipes for entrances and side roads shall be placed in line with the existing or proposed ditch line.

required. ~ , _

. . . . . Connecting bands for corrugated metal pipes shall be metal and shall be coated with the same material as the pipe
The subgrade on this project, exclusive of rock cut areas is scheduled to be improved to a 300 mm (12") depth sections. ’?’he connecting b%nds shall bg g minimum of 18" wide. ‘ Pipe
according to Mechanistic Pavement Design. The areas scheduled to be improved to a depth greater than 300 mm (12") ,
are estimated based on the original geotechnical investigation. The subgrade shall be processed in accordance with It is anticipated that several mailboxes will require relocation to the approach side of the entrances. When this is done.
Article 301.03 of the Stanqiard Specifications before the engineer _shail determine the Iimits and the ad_ditional thickness the contra%tor shall be required tc mount the?nailbox ona 100 mm Xp1p 00 m (4,‘, X 4") wgod post 1% (40 inches) above’
of improvement required, if any. Any additional undercutt;ng required after this evaluation shall be paid for as EARTH the shoulder surface and extending to a minimum of 0.6 m (24 inches) into the embankment. This work shall be
EXCAVATION. | | | included in the contract unit price for the EARTH EXCAVATION. There are an estimated 7 mailboxes to be relocated.
Except for the top 75 mm (3"), all aggregate bases and subbases 300 mm (12") in thickness shall be constructed of All frames and grates of drainage structures to be removed or filled shall be carefully salvaged and shall remain the

aggregate gradation CA-2. If the specified thickness exceeds 300 mm (12", the bases or subbases shall be

rty of the Contractor.
constructed of topsize 150 mm (6") breaker-run crushed stone with 70% to 90% by weight, passing the 4 sieve and property o ontrac

15% to 40% by weight, passing the 50 mm (2") size sieve, except for the top 75 mm (3"). The breaker.run crushed Delineators shall be installed as shown in Standard 635001, except that the post shall be rotated 180° and only metal-
stone shall be reasonably uniformly graded from coarse to fine and be taken from a quarry ledge capable of producing backed delineators shall be permitted.: :

Class "D" quality aggregate. T_he top 75 mm (3") shall be gradation CA-6 or CA-10 regardless of thickness. The water ,

necessary to achieve compaction in all but the top 75 mm (3") layer may be added after the subbase or base course is Delineators shall be placed at the ends of approach guardrail terminal sections, and at each headwall or end section of
placed on the grade. ' ' AR Culverts. This work will be paid for at the contract unit price each for DELINEATORS.

All embankment constructed of cohesive soil shall be constructed with not more than 110% of optimum moisture Work on this project will be in progress at the same time as work on Contract #64C68, removal and

content, qletermined.by the standard proctor test. Cohesive soil shall be defined as any soil which contains greater than replacement of SN 043-1004 carrying US 20 over a drainage ditch located west of Camillus Drive in East

10% particles by weight passing the 75 um (#200 sieve). The 110% of optimum moisture limit may be waived in free- Dubuque, and the construction of the left turn lane at Camillus Drive. Special attention applies to Article 701.05
draining granular material when approved by the Engineer. of the Standard Specifications for Road and Bridge Construction for gaps between successive lane closures.

shall not be less than 2 miles in length. Work on these projects shall be scheduled to keep interference
between all the projects to a minimum. The contractors shall inform each other of progress of the projects and
give fair warning to the other contractors when a problem might be encountered.
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